
TECHNICAL SPECIFICATIONS

OPERATING CONDITIONS

RADIO INTERFACE

DMX INTERFACE

LED Engine CCT : 3100>5800K
CRI (Ra) : Min : 95 | Max : 97
TLCI : 98
TM-30 Rf : 95
TM-30 Rg : 105
⊿uv @3200K : -0.0051
⊿uv @5600K : -0.0026
Beam : 120°
Illuminance: 1 590 lux (@1m)

Power Consumption 45W Max
Dimming range 0 > 100%
Control modes DMX

Wireless (LumenRadio CRMX™)
Manual (knob / switches)

IP Rating IP20
Certifications CE, RoHS
Weight 3 000g

AC Input voltage 100-240VAC
Storage T° Min : -30°C | Typ : 25°C | Max : +80°C
Operating T° Min : -20°C | Typ : 25°C | Max : +60°C

Standard / Technology CRMX, CRMX², W-DMX G3/G4s
Frequency 2.402 ~ 2.480 GHz
Antenna Omnidirectional, 2.4GHZ, 1.6dBi, SMA
Rx Sensitivity -93 dBm
RF Modulation GFSK
Range Up to 100m

Protocol DMX512-A
Universe support 1
DMX frame rate 0,8-830Hz
End to end latency < 5ms
DMX input Neutrik XLR 5 pins male (1)
DMX Output Neutrik XLR 5 pins Female (1
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